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Screw Terminal Connector
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Pinout and Color Code

Face View Pinout

4-Pin 5-Pin 8-Pin
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Female Male Female Male

Product Selection
Single-Cable Model Terminal Chambers

Dual-Cable Model Terminal Chambers

Note: Stainless steel coupling nuts are available, add an "S" to the cat. no. (e.g. 871AS-TS4-DM).

Pin
Count

Cable Diameter
[mm (in.)] Assembly Rating Thread Size

Cat. No.

Straight Female
Right Angle

Female Straight Male Right Angle Male

4-Pin

4.0…6.0
(0.16…0.24)

250V, 4 A

PG 7 871A-TS4-D 871A-TR4-D 871A-TS4-DM 871A-TR4-DM

6.0…8.0
(0.24…0.32) PG 9 871A-TS4-D1 871A-TR4-D1 871A-TS4-DM1 871A-TR4-DM1

5-Pin
4.0…6.0

(0.16…0.24) PG 7 871A-TS5-D 871A-TR5-D 871A-TS5-DM 871A-TR5-DM

— PG 9 871A-TS5-D1 871A-TR5-D1 871A-TS5-DM1 871A-TR5-DM1

8-Pin 6.0…8.0
(0.24…0.32) 60V, 2 A PG 9 871A-TS8-D1 — 871A-TS8-DM1 —

Pin
Count

Cable Diameter
[mm (in.)] Assembly Rating Thread Size

Cat. No.

Straight Male Right Angle Male

4-Pin Two cables 2.1…3.0
(0.08…0.12) or 3.5…5.2

(0.14…0.21)
250V, 4 A PG 9

871A-VS4-DM 871A-VR4-DM

5-Pin 871A-VS5-DM 871A-VR5-DM


